
 
 
           
 

 
 

  
 
 
 
 
 
 
 
 
 
 

DIMENSIONA

TYPE NO. d D 

3060 KB 60 64 

3080 KB 80 84 

3100 KB 100 105 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

RANGES ºC GRADUATION RANGES ºC 

-40 + 40 : 2 0 - 120 

-30 + 50 : 2 0 – 150 

0 - 40 : 1 0 - 200 

0 - 60 : 1 0 – 250 

0 - 80 : 2 0 – 300 

0 - 100 : 2 0 – 350 

• Capillary tube stainless steel 
• Pocket in stainless steel AISI 316 
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a b c 

65 85 4 

65 85 5 

65 85 8 

GRADUATION RANGES ºC GRADUATION 

: 2 +50 - 250 : 5 

: 5 +50 - 350 : 5 

: 5 +100 - 200 : 2 

: 5 +100 - 250 : 5 

: 5 +100 - 300 : 5 

: 5 +100 - 350 : 5 

 

• Accuracy: +/- 1 % 
• Micro switch: 250 VAC  10 AMP 
• Dual scale ºC+ºF 

 

 

JØRN PEDERSEN A/S 
måle- & reguleringsteknik 
, DK-8382 Hinnerup, www.jp-industri.dk
  Fax: +45 86 98 66 83  E-mail : info@jp-industri.dk 
CASE : Sheet steel, corrosion protected. With back adjusting screw 
BEZEL AND WINDOW : Brass, chromium plated, instrument glass 
DIAL : White with black markings. 270 º defl. 
SYSTEM : Double wounded spring with bimetal compensation 
CAPILLARY TUBE  : Plastic covered. Over 120 º : copper-flex 
LENGTH : 0,5 …- 10,0 meter. 
BULBS : See datasheet 3.0 B 
ACCURACY : 2,0 ( EN 13 190 ) 
MICROSWITCH : 1 single-pole change over, 250 VAC, 5 amp. Non inductive 
ELECTR. CONNECTION : 6,3 mm. AMP plug 
 

 
 

ON REQUEST : 
E 3.7 


